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Minimum Voltage Required for Pull-In; 32 cSt/150 sus oil at 40°C

Operating Range

Series E  Environmental Coils
COILS AND ELECTRONIC CONTROLS

  
    

 
Mating Connector: Deutsch No. DT06-2S — HF Part No. 4001417

  
    

® 
Mating Connector: Delphi Packard No. 12052641; HF Part No. 6110119

HYDRAFORCE.com
®

Dual Coil for SP08-47, SP08-57, 
SP08-58, SV08-47, SV08-58 valves

Dual Coil for SP08-47, SP08-57, 
SP08-58, SV08-47, SP08-58 valves

            
  (Refer to page 3.200.1 for standard coil specifi cations.)

10 VDC

12 VDC

20 VDC

24 VDC




6.2 ohms

8.8 ohms

23.9 ohms

33.8 ohms

1.6 amps

1.4 amps

0.8 amps

0.7 amps

15.9 watts

17.2 watts

15.3 watts

16.6 watts

    

* Models with Zener Diode

4303610

4303612

4303620

4303624

4303810

4303812

 —

4303824

4303410

4303412

4303420

4303424

4304010

4304012

4304020

4304024

136 g. (4.8 oz.)

136 g. (4.8 oz.)

136 g. (4.8 oz.)

136 g. (4.8 oz.)

   (also for use on 98-size screw-in spool-type valves)

Blue rectangles are links to other catalog pages or files.

Coil 08_EY STP Files Coil 08_ER STP Files

Hervorheben

Hervorheben


