Catalog HY15-3101/US
Technical Information

Two Step Valve Bodies
Series B08-2-**

General Description

The B08-2-** Series Bodies are designed to be used in

conjunction with No. 08 two step cartridges.

Performance Curve
Pressure Drop vs. Flow (Through cartridge only)

. PSI Bar Hydraulic Oil 135 SSU @ 100°F (28 cSt)
(Parker Common Cavity C08-2) 100 6.9
o
Cartridge Flow Path S
—— [
& 60 | 4.1
£ 40|28
1 £ 20 | 1.4 e
e B -~
o /
c== 0
@ LPM, 75 15 225 30 37.5
Body Markings GPM 2 4 6 8 10
Flow (Q)
Dimensions *inch equivalents for millimeter dimensions are shown in (**)
C08-2 | 445
Cavity (1.75)
27.4 127
I (1.08) (:50)
i — -
0.4 ! | ===
(.02) : :
Max. 1 R e i 31.8
| (1.25)
T T 445
! (1.75)
- L] K_ - -
) | L
R e O I N 3.6
I I :
| | ((14)R
71— / \ |
(.28)
3.2
19 ©=
SLT —— PRGSO
(1.50)
Ordering Information
B 08 — 2 — 4B
I I I I I
Body Cavity Cavity Style Body Material Body Option
I I I I
3/4-16 UNF-2B 2-Way Code Material Code Port Size
Threaded Cavity Co08-2 Cavity - -
with .50” Dia. Seat Omit | Steel 4P | 1/4”NPTF (B08-2-4P)
A Aluminum 6P 3/8” NPTF  (B08-2-6P)
4T | SAE-4 (B08-2-4T)
6T | SAE-6 (B08-2-6T)
2B | 1/8”BSPG (B08-2-2B)
Shipping Weight .11 kg (.25 Ibs.) 4B 1/4” BSPG  (B08-2-4B)
6B 3/8” BSPG (B08-2-6B)
b08-2.pm6.5, bl, gn
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