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Char-Lynn

110-1110-006
Motors - 4000 Series; Wheel Mount Motor

Model Code: M04099AC11AC0300000000000AA00F   Modify Configuration

Feature Code Description

PRODUCT M MOTOR

SERIES 04 4000 SERIES

DISPLACEMENT 099 162.2 CM3/R [9.90 IN3/R]

MOUNTING TYPE AC WHEEL, 4 BOLT; 139.70 [5.500] PILOT DIA.14.27 [.562] DIA. HOLES ON 165.10 [6.500] DIA. BOLT CIRCLE.

OUTPUT SHAFT 11 40.00 [1.575] DIA. STRAIGHT WITH M12 X 1.75-6H THREAD, 7.955 [.3132] X 11.979 [.4716] WIDE X 69.98 [2.755]
STRAIGHT KEY

PORTS AC G 3/4 PORTS - STAGGERED PORTS

CASE FLOW OPTIONS 03 G 1/4 BSP STRAIGHT THREAD WITH CHECK VALVE

LOW PRESSURE RELIEF 0 NONE

PRESSURE/FLOW OPTION 00 NONE

GEROLER OPTION 0 STANDARD

SEAL OPTION 0 STANDARD

ACCESSORIES 00 NONE

SPECIAL FEATURES (HARDWARE) 00 NONE

SPECIAL FEATURES (ASSEMBLY) 00 NONE

PAINT/PACKAGING AA PRIMER LOW GLOSS BLACK, INDIVIDUAL BOX

CUSTOMER IDENTIFICATION 00 NONE

DESIGN CODE F SIXTH
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