Catalogue HY'11-3500UK

Directional Control Valve

Ordering Code Series D1IMW
i 1P
[ I [ I I
Solenocid Connéction Solencid  Anti corrosion Design
woltsge options  coating acc. to s&Ties
DIN 002155 [ regumd
fof i edering )
conditions
Cinde Vinkape
K 12¥ =
a 24V <)
|Code|  Connaction
W Connector as

pex EN 175301-203
oy (Cannectar Deutsch™
P peaaging

AX 2-pin AMP

Juinicr Timer

! Please ordor phag separaialy

Cade Solendid option
[penit] | 'Standard sobenoid

T |without manial ovesmide

Spulenbezeichnung:

AK-DIVWCJJ1IPO]

Ofther spool types on request.

Crulwy_ U mDD G

Parker Hannifin Gmb#H & Co. KG
Hydmulc Controls Drison
Kaarst, Gemany



Dimensions with “Deutsch” DT04-2P Connector (only C and D -style shown)
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The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm.
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.
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Cooil kits: AK-DIVW-C-...

(Example: AK-D1VW-C-J

Voltage Voltage [
Volt'Hertz Code

12V= K
24V= J
0avV= u
206V= G
110Wv/50Hz / 120V/60Hz Y
230v/50Hz / 240V/60Hz T
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