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Codification of Motors

C 02
VI

Sign
  V

H
VII

Sign
VIII

Sign
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Sign
X

Sign
IV

Sign
III

Sign
II

Sign
I

Sign
XI

Sign

2  008 02LN1M
XII

Sign

NAA 100
XIII

Sign

VXX
XIV
Sign

Pressure

Speed  of  rotation

CAUTION:
The  signes  XIII  and  XIV  are  valid  only
for  the  motors  with  relief  valve.
(see  rear  bodies  technical  data  sheet
according  to  the  series  concerned))

A , B , C , D , E , F , J , L , R , W , Z ......

B
C

A

FRONT   BODY

D

Execution  variation

4  holes  ( Englisch - Italian )

2  and  4  holes  (USA - ISO)

2  and  4  holes  ( French)

2  and  4  holes  ( German )

FLAT  FRONT  BODY  

N
K

THICK  FRONT  BODY  WITH  FRONT  BEARING  

Power  Series

P
R

without  tightness  on  spigot  joint  

with  tightness  on  spigot  joint

without  tightness  on  spigot  joint    

with  tightness  on  spigot  joint

6

DIRECTION of  ROTATION

Anti - clockwise

Clockwise 1
2
3

5

TYPE

Motor P

MOUNTING  FLANGE

TYPE   of   the  SERIES

Series     2

Series     1
Series     0

Series     3

Series     2,5

CAPACITY  in   the  SERIES   ( cc / rev )

P R I M A RY  S H A F T  C O D E
see   data  sheets

A
not  port  on  rear  body  ( Standard )

REAR   BODY

4
3
2
1

Tang

Splinned

Straight  keyed

Tapered

TYPE   of   SHAFT

Front

0 without  shaft

Rear

L

N
V

Nitrile

Viton

SHAFT  SEAL

PORTS   LOCATION

ISO  location   ( Norm 6162 )   

Square  location

Implantation   HPI

Threaded  ports

Italian  location

SAE  threaded  location  ( Norm J475 ) 

H
C
F
Y
B
U
X without  ports   ( Mounting   with  rear  body   Typ  A ) 

Q

High  pressure  relief  valve, internal  pressure   

High  pressure  relief  valve, external  pressure

X
T

AR

2  Direction with
counter  pressure  

1  Direction  (Clockwise)  with
counter  pressure

1  Direction  (Anti-clockwise)
with  counter  pressure

A

BA

B

M1 M2

1  Direction

of

A

BA

B

A   

B         C

M5 M6

1  Direction  with counter pressure

M3

2  Direction  with counter pressure

of

0,50 - 0,75 - 1,00 - 1,25 - 1,50 - 2,00

(00)2 - (00)3 - (00)4 - (00)5 - (00)6

(00)6 - (00)8 - (0)10 - (0)12 - (0)14 - (0)15 - (0)17 - (0)18 - (0)22 - (0)26 - (0)30

12 - 15 - 17 - 18 - 22

(0)31 - (0)40 - (0)50 - (0)60 - (0)71 - (0)80 -  (0)90 - 100

Non  Standard  Product,  Contact  us

M6DBP2015CX20C15V
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