
Hydraulic Motors 
M3 - M4 Series
Denison Vane Technology, fixed displacement
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Hydraulic Motors, Fixed

M3 - M4, Denison Vane Motors
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Ordering Code

Pressure p [bar] Speed n [rpm]
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Model

Vi  Volumetric

displacement

Input flow at n = 2000 rpm
Torque T

at n = 2000 rpm

Power output

at n = 2000 rpm

Theoretical at 175 bar Δ p at 175 bar Δ p at 175 bar Δ p

cm3/rev. l/min l/min Nm kW

M4C 024 24,4 49,0 67,0 60,5 12,7

M4C 027 28,2 56,0 74,0 70,0 14,7

M4C 031 34,5 69,0 87,0 86,8 10,8

M4C 043 46,5 93,0 110,0 120,0 25,1

M4C 055 58,8 118,0 136,0 149,0 31,2

M4C 067 71,1 142,0 160,0 170,0 35,6

M4C 075 80,1 160,0 178,0 198,0 41,5

       M4C1
Model No.          M4C   -  067  -  1   N   00  -  A   1   02  ..

M4C - Series external drain

M4C1 - Series internal drain

Torque

024 = 0,39 Nm/bar

027 = 0,45 Nm/bar

031 = 0,55 Nm/bar

043 = 0,74 Nm/bar

055 = 0,93 Nm/bar

067 = 1,13 Nm/bar

075 = 1,27 Nm/bar

Type of shaft

1 = keyed (SAE B)

2 = keyed (non SAE)

3 = splined (SAE B)

Direction of rotation (shaft end view)

N = bi-directional

Modifications

Ports

01 =  SAE threaded port 

SAE drain

02 =  4 bolt SAE flange with UNC threads 

SAE drain

M4 =  4 bolt SAE flange with Metric threads 

BSPP drain

Seal class

1 = S1 - BUNA N

5 = S5 - VITON® 

Design letter

Porting combination

00 = standard

M4C1 : Drain port is plugged.

REAR PORT SIDE PORTS

24 cSt

10 cSt

Keyed shaft N°1

DRAIN

DRAIN

DRAIN

  CW rotation

CCW rotation
=> A = inlet

=> B = inlet

B = outlet

A = outlet

Overall Leakage (internal + external)
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Permissible shaft loads

Operating Characteristics - Typical [24 cSt]
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Hydraulic Motors, Fixed

M3 - M4, Denison Vane MotorsDimensions

DRAIN SAE 4 (7/16"-20 UNF) OR 1/4" BSPP

(plug for internal drain)
183,6 (SAE THREADED PORT)
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SHAFT CODE 1
(KEYED SAE “B”)(2 PLACES)

3/8"-16 UNC x 19 DEEP - 8 HOLES

(M10 x 20 DEEP - METRIC VERSION)

SAE 16 (1.5/16" UNF x 19 DEEP)

(2 PLACES)

DRAIN SAE 4 (7/16"- 20 UNF)
SHAFT CODE 3
SAE-B SPLINED SHAFT

CLASS 1 - J498b
16/32 D.P.- 13 TEETH

30° PRESSURE ANGLE
FLAT ROOT SIDE FIT

SAE THREADED PORT
SHAFT CODE 2

(KEYED NON SAE)

DRAIN SAE 6 (9/16"- 18 UNF) OR 3/8" BSPP

MOUNTING TORQUE 110 Nm

(2 PLACES)

3/8"-16 UNC x 19 DEEP - 8 HOLES

(M10 x 20 DEEP-METRIC VERSION)

SAE THREADED PORT

SAE 16 (1.5/16" UNF x 19 DEEP)

(2 PLACES)

SIDE PORTS
161,2 (SAE THREADED PORT)

REAR PORTS
MOUNTING TORQUE 102 Nm

Weight : 15,4 kg

6,35 MAX.

M4C - M4C1 motor
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