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Assembly drawing50_765_1201 AA

Detalj
Item

Antal
Quant.

Benämning
Description

Material
Material

1 1 Back partSteel, Fe/Zn 8 P1         09_765_7321

2 1 Backup ringPlastic          09_765_5600

3 16 Ball Stainless steel         09_355_4800

4 1 DualsealPUR          09_765_2880

5 1 Front partSteel, Fe/Zn 8 P1         09_765_2020

6 1 Locking sleeveSteel, plated         09_765_2520

7 1 O-ring NBR          09_667_2801

8 1 O-ring NBR          09_944_2800

9 1 Ratchet sleeveSteel, Fe/Zn 8 P1         09_765_3520

10 1 Spring Steel          09_765_3100

11 1 Spring Steel          09_765_3200

12 1 Spring Steel          09_765_3201

13 1 Thread protectionPlastic          09_950_1364

14 1 Valve openerSteel, Fe/Zn 5 P1         09_765_7020

15 1 Valve seatSteel, Fe/Zn 8 P1         09_765_4000

16 1 Valve sleeveSteel, Ni 5          09_765_5700

17 1 Valve stopSteel, Fe/Zn 8 P1         09_765_3900

18 1 Wire coilSteel          09_765_2600

     Product no: 10_765_1201
Max working pressure:400bar connected

400bar disconnected
Min burst pressure:1200bar connected

1200bar disconnected
Sealing material:NBR
Temperatur range:-30C-+100C
Nominal flow diameter,DN:19 mm
ConnectionG 3/4" Fem
Connection stroke:21,5mm
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